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KT-CT.2.1 - UTILIZATION AND REMCVAL OF INCLUDED TIMBEZ (08,2004

CT.2{b} no thszanding, buc lengthag shall e varied to ensure that the maxim:im sawlog pisce tizt may
re left is 2 feet and that tke maximum small roundwocd plece that may ks left is 5 feez.

Where cut trees are identified oy za
cpliterating paint markings thkat

=, the Coztractor shall leave stumgs of a minimam aeigh
icate individual trees to ke cus.

To avoid

XT-CT.3.08# - PAYMEKT UNIT BCUMDARIES (GS/2904)

Tre boundaries ¢ Payment Jnitg are desicnated as shown in the following tadls. The trees used =

koundary designazion ars not to be cut.

ox

See Table KT-CT.3.0# - Payment Unit Boundaries, Payment Unit Boundary Designaticon Table
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Table KT-CT.3.0% - Pavment Unit Boundaries (9/2004)

The boundaries of Payment Units are designated as shown in the following table. The trees
used for boundary designation are not to be cut.

Payment Unit Paint Color Designation

1,2,3,4,5,6,7,8,9 Orange Slash with stump mark
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©®

wardship

3.5.1% - DISIGNATION BY SPACING (29/2004)

B

Within Payment Unitis!

1, 2, 3, 4, 5, 6, 7, 8 9 , as sacw: ox Szale Area Mayp, all_live pine or hardwood
Trzes, except trees Marked wit:_orange or white paint or descrited to ke lef: uncut, —hat mee:t JUzilizazion
Standaxds and ome or mcre of the Zollowing crizeria zyxe designated for cucting.

{a) The recuired spacing is a maxinum averace of 22 feez. The tree is witk

13 feet of z_live pine
tree tkat has a larger stump diameter than it; and the larger tree is not desig¢nated for cutting.

ib) The tree is with NA feet of a_NA tree creater thar or equal to_NA inches stump diameter; and

This tree is =ot desigmated for cuc g.

i@} The tree is Marked witz_NA paint.

Distances are measured horizozmtal distan

ce, outside bark stump height to oztside bark stump height. S-ump
side kaxk at stump heigh: in a zorizontal plane and Is the average of a measuremnent
agress the shert axis through the true cencer of tke stumc and & second measurs »t ang:es to the
short axis.

diameter is measured ©

ent at ri

&11_live pine pawtimber shall be laf:z as lsave trses, unless Marked with _NA paint. ¥o tree greater than
or equal to_21.0 inches measured at ground level inches sturp diameter shall be cut, unless Warked with NA

paint. Cutsing unit boundaries and other trees that shall be left uncut are Marked wit™_orange or white
paint.

Contracter and Forest Service shall acree To skid ztrail Zocation undexr 3T6.422. Skid —rails shall be no
greater than_14 feet wide with a_70 £fcot spacing. Quanzities cf trees located in gkid trails _are
Ingluded Timber under ATZ.

XT-FT.1.2% - JSE OF RORDS BY CONTRACTOR {09/2004}

Contractor's use of existing rcade identified on Contract Area KMap by the following cedes is prohibkited o

subiect to resctrictive limitationg, unless agresed otherwise:

Ccde Use Limitatioxs

Hauling pronidited

R Hauling restricted

L Unsuizable for naulizng prior to comcletion of agresd reconsTrxuction
? Use prchibized

A Public use restricticn

2

Regulation waiver

Reads coded & will be signed by the Ferest Service te inform the public ©f use restrictions. Contraczor's
use of roads coded R, A, or W shall e in accordance with The Zollw

g restrictions:

See Restricted Road List Table.
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Table KT-FT.1.2# - USE OF ROADS BY CONTRACTOR (9/2004)

Road Code | Restriction
Number .
1046 R Unsuitable for hauling prior to completion of
reconstruction Stewardship Project 1
1060 R Unsuitable for hauling prior to completion of

reconstruction Stewardship Project 2
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hcock Branch Stewardship

KT-FT.3..# - ROADC MSINTEINANCE REQUIREMENTS ((G$/2004}

Contractor shall maintain roads in accordance with the following Contract Reoad Mai,
Sumnary:

See Contract Road Maintenance Requirements Summary Table.

secangs

Requirsnents

N

~
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Table KT-FT.B.I# - Contract Road Maintenance Requirements Summary:

Termini | ; Applicable Prehaul Road Maintenance Specifications
From | To | Miles 1040
0.6 P
0.6 P

P = Purchaser Performance ltem, D = Deposit 1o Forest Service, D3 = Deposit to Third Party

Termini ! . Applicable During Haul Road Maintenance Specifications
From [ To : Miles 1020 | 1040
0.8 P P
0.6 P
0.6 P
0.6 P

P = Purchaser Performance item. D = Deposit to Forest Service, D3 = Depolsit to Third Party

Termini Applicable Post Haul Road Maintenance Specifications
From | To : Miles 1020 | 1030 | 1040 |
0.6 P P !
0.6 P P
0.6 P P
0.6 P P

P = Purchaser Performance Item, D = Deposit to Forest Service, D3 = Deposit to Third Party
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XT-GT.2.2.3%# - PRCTECTION OF SPECIAL AREAS (09/2004)

The Contractzor shall not conduict lecgging operations within the deunmdaries cf the following
arezs:_Archeological pites

Legging shall pe paxmizted in the following axeas only during the following specifisd
Times: _NA

The locations of these areas are szown on Contract Arza Map and are warked on the ground bv the

foilowing means: a2 white painted boundary.
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KI-GT.5.0.1% - RIVICETATION 2LAN AND SPICIFICATIONS (09/2604)

needed =0 ninimize ercsion,

Where scil has been disturbed by Contractox's operations and vegetation is
cifications or other agreed

Contractor snhall take zprropriate meagures according to the followi

stabilization measures:

Temperary road cuts, f£ill slopes, and shouldsers szalli ke sesded and ferzilized within 15 days of

congtruaction during the seeding seasceni

Temporary road surfzces, -andings, and sxid zrails shall be sesded when not to be used Zor a period
exceeding 60 days during ths seeding seasonis) .

» 25 feet slcpe distance of a

Temporary road cuts, fill sicpes, and otazer seil distuxibvance wit
streamceourse sha:l be seeded and mulched within 3 days of tke diszurbznce.

Exposed soil on tempgerary roads, skid trails and landings no longsr needed for the Contractor's operaticns
shall ke seeded and fertilized within 30 days of discentinued use during the sseding seasonis). Soil

tilling to cover seed way ke reguired under dry site cond

Bare areas or roads with scil compaction will reguire haxrcwing, disking or ripcing. Fertilizer shall be
applied znd mixed thorcughly with the soil prior tc seeding. Due to compac:icn, it m be necessary.to

2111 tze soil to a depth of € inckes cr mors.

The seeding seasoni{s) snall be during ths inclusive listed bpelow, unless otherwise agreed.

See KT-GT.6.0.1# - Revegetation Plan and Specifications, Seeding Season{s) Table

d arounts par asre of seed znd fertilizer shall e applied, unless ctherwise agreed:

Tre follow. kizds &

See RT-GT.5.0.1# - Revegetation Plan and Specifications, Fertilizer and Seed Table

Applicable Mulich at the rate of_2000 teunds per acre skzll be applisd Tke Forest Servige will idexnzify
sre iz this centract. Hay, straw,

the areas where mulch is vezuired in addition to those specified elsev

vine straw or saredded barxk or cther maleh zcoceptable to the Forest Servics way pbe wsed as mulching

raterial.
NA Tie Forest Service shall agree to the timing of the seeding cperations.

NA Seecing cperations shall not Degin without tie presence of & Forest Service representative.

spacification: NA

If the Forest Sexvics pexforms such work as provided under a written coopsrative agreement {16 U.$.C. 5
the Comzracter shall makxe the following dspesic:

See KT-GT.6.0.1# - Revegetation Plan and Specifications, Cocperative Deposit Table
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Table KT-GT.6.0.1# Revegetation Plan and Specifications, (09/2004)

The seeding season(s) shall be during the inclusive dates listed below, unless otherwise agreed.

Starting Date Ending Date
March 01 May 15
May 16 August 31
September 01 November 15

The following kinds and amounts per acre of seed and fertilizer shall be applied, unless otherwise agreed:

Spring planting season:

-Fertilizer Pounds/Acre Seed Pounds/Acre
10-10-10 500 Kobea Lespedeza 30
Brown Top Millet 15
Wheat 15

Summer planting season:

Fertilizer Pounds/Acre Seed Pounds/Acre
10-10-10 500 Brown Top Millet 30

Fall planting season:

Fertilizer Pounds/Acre Seed Pounds/Acre
10-10-10 500 Annual Rye Grass 30
Red Clover 10
Ladino Clover 05
Wheat 30

If the Forest Service performs such work as provided under a written cooperative agreement
(16 U.S.C. 572), the Purchaser shall make the following deposit;

Lump Sum Amount Amount Pex Unit of Volume

NiA N/A




KT-GT. 7% - SLASH TRIMTMEKT (($/2004)

Slash is cefined as all wegezative debris resul

ing frem the Contractor's operations, inglud limks,
tops, cull logs, bark, wocd chunks, pusked-out stumps, damaged brusa, andé damaged residual ztrees. Tors
frem felled trees d 212 Trees tc e ramoved from roads, landings, or o:ther construczion c¢learings shall
ze completely felled and net left leaning or hanging ix otherx tress. Slash associated with ceonstracticn of
Specified Roads is comstruction slask subject to treatment according to roasd constructien specificactions.

Otner Cwnership. The C
Systen lands, as show

ntractor shall condact overaticns sc that slash does mot anter non-¥ational Fores:t
n Contract Area Map, In event slast is deposized on cther ownership, zhe
Coztractor shall immediately remove such slash. The Contracting Officer may agree in writing o other
treatment requirements iZ the Conzractox provides a written slas:z disposal agreement batween the Contractor
and the landowner.

Reads and Other Clearings. Along rsads available for public use the Contractor shall iame
slask frem travelsd surfaces, shoulders, and drainzge Zfzcilities. Other slash along roads available for

public use and all slasz along reads nct availaple for public use shall be removed from the clearing :
within four days after adjacen:t skiddi

sely remow

mits
g

ress where skidd

™

g or yarding te each landing is complete. In

or yarding is delayed or interrupted, slash shall ke removed v in ten days after zeing created.

Trails open to public use saall e kept free of slash. Slash wi powerlires,

telephone lines, vipelines, and similar clearings shall be removed withiz ten days after adjacent skidding

ain tas clearing limite
or yarding To each landing is sukstantially comgplete.
Slash removed from rcads and otner clearings shall be scatzered outside tize c¢leaving limits, or otherwise

disposed of as agreed. The time reguirements foxr completion of slask remow
acreemant, excapt where immediate remowval is reguized.

may be changed by v

Octher Treatment 2reas. The Centracter shall cowplete slash creatmen: in other areas as described oelow.
Tze Forest Sexvice and the Contractor all jo

Yy agrees to z schedule for completion of such slaso
treatmens, waick skall ve inclucded iz

Tractor's Anmual Cperating Schedule reguired undey GT.3.1.

Applicable AT or adjagexnt to log lLandings, delimping areas, zand similar areas of slash accumulation witkiz
areas of timber removal , concentrations of slashk greatsr than_three feec in hnelght and_20 feet in length,
mezsured at greatest distances, shall e_lopped and scattered to lay within three feet of the ground

concurrent with operations.

8lash treatments descrired below are reguired at locatioms showm on the Contract Arza Map by the follewing
syrbels:

See Table KT-GT.7# - Slash Disposal, Slash Disposal Requirements Table
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KT-GT.7# - Slash Disposal Requirements Table (69/2004)

Slash treatments described below are required at locations shown on the Sale Area Map by the following
symbaols:

Map Title Treatment
Symbol
s sss5 | Slash Treatment Within areas along roads, trails, streamcourses, waterfronts,
Zone overlooks, or other sites, the Purchaser shall lop and scatter

all slash to lie within 3 feet of the ground. The boundary of
said treatment zone is designated on the ground, or in the
absence of such designation, shall be _50_ feet measured
from the edge of the clearing limit or other feature.




The estimazed quantity of i

= the Forest

described in the Timber Crulsing Eandbcok (FSH 2409.22), a copy of which may 2 examined i
Supervisor's or the Ranger's Q

XT-G7T.3¢# - STEWARDSHIP PRQJICTS (02/2024)

Performance of sté'dardship prciects skall be in accordance with tas following specificaticns.

Stewardship Projects
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KT-GT.94 - Stewardship Projects (09/2004)

Performance of stewardship projects shall be in accordance with the following specifications:
Mandatory Items (1-3)

Project 1 - Road Re-Construction/Surface Restoration, FS 1046

Project 2 — Road Re-Construction/Surface Restoration, FS 1060

Project 3 — Gate Placement




